
 
 
 
 
 

Thermosta�c shower /bath mixer 
Installa�on Instruc�on： 
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1. Supply lines should be purged to clean impuri�es 
before connec�ng the unit (hot water on le�, cold 
water on right). 

2. Screw the S-Connectors into supply lines. The 
S-Connectors can be adjusted in 150±20mm, from hot 
water supply to cold water supply so that the mixer can 
be adjusted during installa�on. 

3. Put decora�ve covers on the S-Connectors closely to 

  186  the wall. 
4. Put the washers into the nuts of the mixer, and then 

screw the nuts to �ghten the mixer onto the 
S-Connectors. The mixer should be aligned with the 
wall and floor horizontally. The hot water supply 
should be connected to the le� and the cold water 
supply to the right. 

5. Leakage test: turn on/off the temperature control 
handle and mul�func�onal handle. If no leakage is 
found, the installa�on is done. 

 
 
 
 
 

Applica�on： 

 
1. The security stop is 38℃. Press the security stop and 

turn the handle fore and back, water temperature will 
become ho�er or colder. 

 

Installation drawing 
 
 
 
 

 5.S-connector 

4.Decora�ve cup 

3.Washer 

Cleaning and maintenance： 

1. Use soap and water to remove lime stains from chrome 
surface. Don't use acidic detergents, scouring pads or 
steel wool; otherwise the chrome parts will be damaged 

2. Use soap and water to clean installa�on accessories, 
such as plas�c or rubber components. Don't use acidic 
detergents, scouring pads, alcohol cleaners or steel 
wool. 

Data Sheet： 

2.Nut 
  1.Mixer 

8.Mul�func�onal handle 
7.Mul�func�onal 

cartridge 
 
 
 
 

8.Aerator 
 

7.Thermosta�c cartridge 
6.Temperature control handle 
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Nominal Diameter M26x1.5 

General Medium Water 

Water Pressure 0.05Mpa-1.0Mpa 

Recommended Pressure 0.1Mpa-0.6Mpa 

Temperature Range 4°C - 90°C 
 


